»: komsol

Komsol®SEAL

DECLARATION OF PERFORMANCE (DoP)

No. DP-100

According to Regulation (EU) No. 305/2011

Unique identification code of the
product-type:

B100 (056-5)

Product identification (type and
batch):

Product name: Komsol®SEAL

Batch number: see package marking

Intended use:

EN 1504-2:2004

Products and systems for the protection and
repair of concrete structures — Part 2: Surface
protection systems for concrete —
Impregnation:

- Principle 5.2 - Increasing the physical
resistance of concrete surfaces
(Physical resistance)

Manufacturer:

Komsol AB
Sandbogengatan 27

45631 Kungshamn, Sweden
Tel. +46 (0)10-33030 10
E-mail: info@komsol.se

. Authorised representative:

NPD

. System of assessment and

verification of constancy of
performance:

System 2+ (for use in buildings and civil
engineering works)

Harmonised standard:

EN 1504-2:2004: “Products and systems for
the protection and repair of concrete
structures — Surface protection systems for
concrete”




8. Notified Body: 0402

The notified body 0402 (RISE Research Institutes of Sweden AB) carried out the
initial inspection of the manufacturing plant and of factory production control, and
performs continuous surveillance, assessment and evaluation of factory production
control under system 2+,

Certificate of Factory Production Control: No. 0402-CPR-C500552

9. Declared Performance

Harmonised

Essential characteristic Performance AVCP technical
specification

Abrasion resistance >30 % System 2+

Rapid deformation Classl: 24 Nm System 2+

Adhesion (pull-off test) NPD System 2+

Depth of penetration = System 2+

pThotP 10mm y EN 1504-2:2004

Permeability to liquid water NPD System 2+

Reaction to fire Euroclass A1 System 2+

Dangerous substances See product Safety System 2+

Data Sheet (SDS)

The performance of the product identified in points 1 and 2 is in conformity with the
declared performance in point 9. This declaration of performance is issued under the
sole responsibility of the manufacturer identified under point 4.

Name: Niclas Schonfelder
Position: CEO
Kungshamn, 2025-10-17

End of information required by Regulation (EU) No. 305/2011



CE Mark (website version)

0402

Komsol AB
Sandbogengatan 27
45631 Kungshamn
Sweden
25

0402-CPR-C500552
EN 1504-2:2004
Surface protection product
Impregnation

Product Name: Komsol®SEAL

Abrasion resistance >30 %
Rapid deformation Class|:24Nm
Permeability to liquid water NPD
Adhesion (pull-off) NPD
Depth of penetration =210 mm
Reaction to fire Euroclass A1

Dangerous substances See product Safety Data Sheet (SDS)

CE marking on product labels:

0402-CPR-C500552
EN 1504-2:2004
DoP: DP-100
www.komsol.com




